INSIST ON THE BEST 


Wheeler Squeeze: Pop! 
Pipe Cutters 


Wheeler Model 590K 


Manual Pipe Cutter 


Cuts Std. or XH Soil Pipe - Z thru 6° 
Corrosion Resistant Pipe - 2 thru & 
Terra Cotta or Tile - 4° thru 15° 


The Original 
Qi Syaceze & Pos" 


a 


SS Asbestos Cement Pipe - Round or oval 
a 


No vise! i | 


Cutter is not rotated! Beas) 
evebeces Safe and easy to operate. No | 5 


complicated mechanism. One stroke makes y— é 
the cut - additional cuts in just seconds without i 


readjustment. 


Inquiries should specify material and pipe diameter 


Wheeler Model 1790 


Jr. Hydraulic Pipe Cutter 


Std. Soil Pipe - Z' thru & 

XH Soil Pipe - Z thru 6° 

Terra Cotta or Tile - # thru 15 
Corrosion Resistont Pipe - 7 thru & 


Asbestos Cement Pressure Pipe - 

Z they 6 
Cast Iron Water Moin ASA Close 
22 or Closes 25, 2 thus 


Simple but efficient hydraulic cutter with power- 3 

ful, compact ram. Remotely operated pump No vise! 
Offers safety and convenience features, plus Cutter iS 
ease of operation. Ideal for use in a ditch or 
on vertical or overhead piping. not rota ted . 


Sizes over 8” require optional extra chain 


WHEELER Squeeze Pop! 
Soy eeneeke 


Laboratory Glass, Neon Sign 
Glass, Porcsiain Insutators, Etc. 


ey. 


€ “ 


TWO MODELS 
6900.12 flee metoriad thre 3/4° 0.0} 
6900.19 {fer materiel they I" 0.0) 


Small enough to cerry in your pocket and almost as simple to use 
as a pair of pliers. Just wrap the chain around the tube, hook 
the nearest chain pin in the jaw. Then, a quick twist of the wrist, 
a slight squeeze of the handles end Pop! The cut is completed. 
Broken tubing may be trimmed close to the break. 


Patents Issued & Pending in 
U.S. A., Canada and other 


In) @ @ le countries. 


Manufacturing Corp. 


2744 JEFFERSON ROAD NO. ASHTABULA. OHIQ 350° 


More Facts? HA No. 21, p. 65 or 609 
HARDWARE AGE/July 15, 1967 


